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MAN Truck & Bus is one of Europe's leading commercial vehicle manufacturers and transport solution providers, with an annual revenue of some 10 billion euros (2017). The company's product portfolio includes vans, trucks, buses/coaches and diesel and gas engines along with services related to passenger and cargo transport. MAN Truck & Bus is a company of TRATON AG and employs more than 36,000 people worldwide.
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A TGE for any application – the impressive MAN van with a huge range of variants

The MAN TGE offers the right body variant for virtually any transport task. Five permissible gross vehicle weight ratings are available across a total of three vehicle lengths and the same number of roof heights: 3.0, 3.5, 3.88, 4.0 and 5.5 tonnes. Together with the available axle ratios and drive variants (rear-wheel drive, all-wheel drive and front-wheel drive), a broad portfolio is created from which a wide variety of different sectors can find 'their' MAN TGE.

· Three-way tipper
· Delivery van
· Vans to Go – sector-specific vehicles available immediately

The MAN TGE comes in the form of a conventional panel van with a standard, high or super-high roof – the latter option offering the top height of 2.80 metres and providing a substantial capacity of 18.4 cubic metres. The available vehicle lengths are 5.98 metres, 6.83 metres and 7.39 metres. The TGE combi range is somewhat smaller. It is available as standard (2.35 metre) and high (2.59 metre) roof variants. The body width, excluding exterior mirrors and with single tyres, is 2.04 metres. Various chassis units with a single cab or crew cab round off the basic versions. They can be optionally ordered with an aluminium platform body as well as a tarp and roof bow. In future there will also be a cab-only variant.

The MAN TGE offers impressive load capacities depending on equipment specification and permissible gross vehicle weight rating. For the 3.5 tonne panel van with a short wheelbase and standard roof, for example, it is approximately 1.5 tonnes. The capacities of the heavier models are much higher still, with the chassis of a single-cab unit having capacity for about three tonnes for example. The capacities of the panel van are impressive too however: between 9.3 and 18.4 cubic metres, covering a wide variety of transport requirements. Depending on the body length, the MAN TGE's load space can carry low items from 3.45 to 4.85 metres in length. Convenient loading and unloading is also possible. The high and super-high roof variants provide 1.96 metres and 2.19 metres of standing headroom respectively. The headroom under the standard roof is somewhat lower, but still spacious at 1.72 metres.

With its impressive dimensions and high capacities, the MAN TGE is also a practical option for businesses that have previously been running 7.5 tonne light trucks. The heavy-duty van scores highly in this respect particularly thanks to its comfortable cab, with its ergonomic seating position, and its lower total cost of ownership. Depending on the permissible gross vehicle weight rating, a number of prohibitions and general speed limitations are rendered obsolete. Another benefit is the easy loading offered by the van. The sliding door's clearance is a generous 1.30 metres for example. That enables quick length-wise loading of two adjacent Euro-pallets at a time.

The two rear doors provide good access to the load space. The standard-fit handle on the right-side D-pillar additionally helps the driver to climb into the load space. In conjunction with the high and super-high roof, the opening height of the rear portal is 1.84 metres. A left-side sliding door is available as an option in addition to the standard right-side sliding door. Rear doors with a 250 degree opening angle are also available. They aid loading and unloading on ramps and in tight bays. The generous loading gap of 1.38 metres between the wheel housings (1.03 metres with twin tyres) is also highly convenient. It provides lots of space not only for loading, but also for fittings of all kinds.

[bookmark: _GoBack]The load space and rear of the MAN TGE can optionally be delivered with different floors. While a rubber/plastic floor is available for the combi variants, the panel van can optionally be delivered with a wood floor made of multi-glued plywood, complete with a non-slip screen-print surface finish. This floor is bolted to the vehicle, which means it can be easily removed to be replaced or to install specific equipment items. The optional universal floor offers great flexibility. It provides special attachment points as preparation for cabinet installations from leading manufacturers. This enables a high degree of flexibility in terms of potential installations and multiple usage of existing cabinet systems. Further options are in-floor cross and length-wise rails, as well as lashing rails at parapet height and below the roof frame for easy load securing. The load space is lit by LEDs as standard. 

Depending on the design and engine variant, trailer loads of up to 3.5 tonnes can be towed. The permissible gross vehicle weight rating is eight tonnes. Every MAN TGE is factory-prepared for fitting a trailer hitch. Whether a ball or open-end hitch: cost-effective retrofitting is possible at any time. Additional freight can also be transported on the roof of the MAN TGE. The maximum load with the standard roof is 300 kilos, and 150 kilos with the high roof. 100 kilos is the maximum load for the single cab and crew cab variants.

Most of the vans are customised for a specific application – such as for construction sites, municipal utilities, logistics, or emergency services – only after being sold. As in the case of its truck range, MAN makes this procedure much easier for MAN TGE customers by working closely with the manufacturers of a wide variety of bodies and equipment modifications in the van segment. MAN TGE customers can consult a sales adviser, obtain a finance quote and sign up to a purchase agreement all in one place, and from a single source. Alongside the basic models, available options including a chassis with cab, crew cab, or cab without rear panel and with front bulkhead. For sector-specific custom chassis units, MAN also supplies the TGE as a cab-only unit.

Thanks to the different wheelbases and overhangs, the chassis units enable bodies up to 3.7 metres (crew cab) and 4.5 metres (single cab) in length to be mounted. The wide track and the standard equipment specification for all variants featuring the Electronic Stability Programme ESP, including a loading detection function, also provide an even greater boost to driving safety. This is also aided by the axle load reserves, which compensate for any unbalanced loading.

The MAN TGE comes with a range of power take-off (PTO) units for its various applications. For example, the motor can simultaneously power two auxiliary units, such as a hydraulic pump and a power supply or an AC compressor, independently of each other. The ribbed V-belt necessary for this is designed to last for the lifetime of the engine. Lateral power take-off from the manual gearbox (ML 410) of the rear-wheel drive versions is also possible. Its maximum continuous power output is 28 kW (38 hp). Even more power can be drawn in conjunction with an oil cooler. Then as much as 40 kW (54 hp) is available at around 2300 rpm.

Thanks to CAN data bus technology, the MAN TGE features an electronic interface (commercial vehicle gateway) which allows the body manufacturer to take specific pre-programmed actions influencing the control of vehicle functions. For a three-way tipper body, for example, the following processes can be automatically initiated at the start of the unloading operation: Activate the hazard warning lights and acoustic warning signal; set the engine to the appropriate idling speed; mute the radio; and reduce top speed down to walking speed. Additionally, the driver is able to initiate and control selected vehicle functions, such as the tipper, from his smartphone. That saves on costly retrofitting of specific controls in the cockpit. 

MAN's Vans to Go module – a new feature in the van segment – is employed in selling the numerous available body solutions. It provides pre-configured sector-specific models featuring MAN-tested bodies and equipment modifications. Vans to Go are available to customers immediately. It takes just 48 hours from receipt of order to delivery. Customers are thereby saved the trouble of configuring custom body designs, yet can still be certain that all the features essential for immediate deployment of the vehicle are already installed on-board as standard, and all that is otherwise required is some minor customisation at the local dealership or at the customer's own depot. Vans to Go are sold through the online platform at www.vanstogo.man.
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